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1. CRIMPED FERRULE 2.5 | -
HEX CRIMP SIZE .128" EEWEQ S S U9 Y
2. CRIMPED CONTACT PIN |
SQ. CRIMP SIZE 0.7(mm) RECOMMENDED |
3. MAX. PANEL THICKNESS=5mm CABLE STRIPPING DIM’S |
(RABRIRRT) 175 HEX RECOMMENDED
. MOUNTING HOLE
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS 27.7

2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK
3. PHOSPHOR BRONZE
4.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK

OVER COPPER PL. 50 MIN. THICK

5. TEFLON
10 |FERRULE NOTE 1 NOTE 2 | 1 [FR—-32-39-95
9 [CONTACT PIN | NOTE 1 NOTE 4 | 1 [PIN-06—095-55 9.5
8 [HEX NuT NOTE 1 NOTE 2 | 1 [HN-16—1228-28 RoHS COMPLIANT
7 [LOCK WASHER| NOTE 1 NOTE 2 [ 1 [LWw—13-16-05
6 | GASKET RUBBER RED 1 |GS—122—160—15 | DIMENSIONS ARE IN MILLMETERS | pART NO.
5 [BARREL NOTE 1 NOTE 2 | 1 |71628-6421G4-5) & o e SPECIFIED G . L . I .
-02 TOLERANCES
4 [CONTACT PIN | NOTE 3 NOTE 4 | 1 [71628-6421G4—4 0.5-6 = 0.2
3 |INSULATOR NOTE 5 | NATURAL| 1 |71628—6421G4—3 6-30 = £0.4 APPROVED oA 08-08-"14 " BNC BULKHEAD CRIMP JACK
30-120 = +0.6 _
_soT et CHECKED DATE (FOR RG—174, 188A, 316, LMR100)
2 [Boby NOTE 1 NOTE 2 | 1 [900-6000-2 315-1000 = 1.6 08-08-"14 | DRAWING NO.
1 |HOUSING NOTE 1 NOTE 2 | 1 |71628—6421G4—1]  1000-2000 = 2.4 DRAWN DATE 900—-6421G4-02-50
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